
390 

9 CFR Ch. III (1–1–11 Edition) § 354.161 

(a) Is conducted under the authority 
of laws, ordinances, or similar enact-
ments of the State, county, city, or 
other political subdivision in which is 
located the official plant at which the 
ready-to-cook rabbits are prepared and 

(b) Imposes at least the requirements 
set forth in § 354.161: Provided, That no 
such inspection shall be deemed ac-
ceptable to the Administrator with re-
spect to any official plant in which 
ready-to-cook rabbits are prepared if 
he finds at any time that such require-
ments are not adequately enforced. 

§ 354.161 Requirements as to manner 
of inspection. 

(a) The inspection shall be conducted 
by an inspector who is a qualified vet-
erinarian or under the supervision of a 
qualified veterinarian. All such inspec-
tors shall be employed by the State, 
county, city, or other political subdivi-
sion in which the official plant is lo-
cated. 

(b) The inspection shall include post- 
mortem examination of each rabbit 
carcass during the evisceration oper-
ation. 

(c) All carcasses which show evidence 
of disease or any other condition which 
may render them unwholesome or unfit 
for food shall be condemned and shall 
be destroyed for food purposes under 
the supervision of an inspector. Each 
carcass and part thereof which has 
been inspected and passed or con-
tainers of carcasses or parts thereof 
shall bear the identifying inspection 
symbol of the official inspection sys-
tem and the marking devices or labels 
shall be in the custody of the inspector 
at all times. 

§ 354.162 Determining compliance with 
§ 354.161. 

A qualified veterinary supervisor of 
the rabbit inspection service shall in-
vestigate the manner of operation of 
the inspection system to determine the 
adequacy of the post-mortem examina-
tion and the compliance with the re-
quirements contained in §§ 354.160 to 
354.162 prior to approving the official 
plant for the inspection of ready-to- 
cook rabbits. This supervisor, as well 
as any official graders who may be sta-
tioned in the official plant, shall peri-
odically observe the inspection oper-

ations in the official plant to deter-
mine that the requirements of §§ 354.160 
to 354.162 are being met. 

SANITARY REQUIREMENTS 

GENERAL 

§ 354.210 Minimum standards for sani-
tation, facilities, and operating pro-
cedures in official plants. 

The provisions of §§ 354.210 to 354.247 
shall apply with respect to inspection 
service in all official plants. The table 
set forth in § 354.247 indicates some of 
the types of material which may be 
used in the construction of equipment, 
utensils, and facilities for use in the 
plant. 

BUILDINGS AND PLANT FACILITIES 

§ 354.220 Buildings. 

The buildings shall be of sound con-
struction and kept in good repair, and 
shall be of such construction as to pre-
vent the entrance or harboring of 
vermin. 

(a) Outside openings. (1) The doors, 
windows, skylights, and other outside 
openings of the plant, except receiving 
rooms and live rabbit holding rooms, 
shall be protected by properly fitted 
screens or other suitable devices 
against the entrance of flies and other 
insects. 

(2) Outside doors, except in receiving 
rooms and live rabbit holding rooms, 
shall be self-closing and so hung that 
not over 1⁄4–inch clearance remains 
when closed. Screen doors shall open 
toward the outside of the building. 

§ 354.221 Rooms and compartments. 

Rooms and compartments used for 
edible products shall be separate and 
distinct from inedible products depart-
ments and from rooms where rabbits 
are slaughtered and skinned. Separate 
rooms shall be provided when required 
for conducting processing operations in 
a sanitary manner, and all rooms shall 
be of sufficient size to permit the in-
stallation of the necessary equipment 
for processing operations and the con-
duct of such operations in a sanitary 
manner. 

(a) Rooms for separate operation. The 
official plant should have separate 
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rooms for each of the following oper-
ations depending upon the various 
types of operations conducted, but, in 
no case, shall the receiving or holding 
of live rabbits or killing operations be 
permitted in rooms in which evis-
cerating operations are performed: 

(1) The receiving and feeding of live 
rabbits. 

(2) Killing and skinning operations. 
(3) Eviscerating, chilling, and pack-

ing operations for ready-to-cook rab-
bits. 

(4) Inedible products departments. 
(5) Refuse room. 
(b) Rooms for holding carcasses for fur-

ther inspection. Rooms and compart-
ments in which carcasses or parts 
thereof are held for further inspection 
shall be in such number and such loca-
tion as the needs of the inspection in 
the plant may require. They shall be 
equipped with locks and keys and the 
keys shall not leave the custody of the 
inspector in charge of the plant. All 
such rooms and compartments shall be 
marked conspicuously with the word 
‘‘retained’’ in letters not less than 2 
inches high. 

(c) Coolers and freezers. Coolers and 
freezers of adequate size and capacity 
shall be provided to reduce the internal 
temperature of ready-to-cook rabbits 
prepared and otherwise handled in the 
plant to 36 °F. within 24 hours unless 
other cooling facilities are available. 

(d) Refuse rooms. Refuse rooms shall 
be entirely separate from other rooms 
in the plant, and shall have tight fit-
ting doors and be properly ventilated. 

(e) Storage and supply rooms. The stor-
age and supply rooms shall be in good 
repair, kept dry, and maintained in a 
sanitary condition. 

(f) Boiler room. The boiler room shall 
be a separate room, if necessary, to 
prevent its being a source of dirt and 
objectionable odors entering any room 
where ready-to-cook rabbits are pre-
pared, processed, handled, and stored. 

(g) Inspector’s office. Furnished office 
space, including, but not being limited 
to, light, heat, and janitor service shall 
be provided rent free in the official 
plant for the exclusive use for official 
purposes of the inspector and the Ad-
ministration. The room or rooms set 
apart for this purpose must meet with 
the approval of the regional supervisor 

and be conveniently located, properly 
ventilated, and provided with lockers 
or cabinets suitable for the protection 
and storage of supplies and with facili-
ties suitable for inspectors to change 
clothing. 

(h) Toilet rooms. Toilet rooms opening 
directly into rooms where rabbit prod-
ucts are exposed shall have self-closing 
doors and shall be ventilated to the 
outside of the building. 

§ 354.222 Floors, walls, ceilings, etc. 
(a) Floors. All floors in rooms where 

exposed products are prepared or han-
dled shall be constructed of or finished 
with materials impervious to moisture, 
so they can be readily and thoroughly 
cleaned. The floors in killing, ice cool-
ing, ice packing, eviscerating, cooking, 
boning, and cannery rooms shall be 
graded for complete runoff with no 
standing water. 

(b) Walls, posts, partitions, doors. All 
walls, posts, partitions, and doors in 
rooms where exposed products are pre-
pared or handled shall be smooth and 
constructed of materials impervious to 
moisture to a height of 6 feet above the 
floor to enable thorough cleaning. All 
surfaces above this height must be 
smooth and finished with moisture-re-
sistant material. 

(c) Ceilings. Ceilings must be mois-
ture-resistant in rooms where exposed 
products are prepared or handled, and 
finished and sealed to prevent collec-
tion of dirt or dust that might sift 
through flooring above or fall from col-
lecting surfaces on equipment or ex-
posed product. 

§ 354.223 Drainage and plumbing. 
There shall be an efficient drainage 

and plumbing system for the plant and 
premises. 

(a) Drains and gutters. All drains and 
gutters shall be properly installed with 
approved traps and vents. The drainage 
and plumbing system must permit the 
quick runoff of all water from plant 
buildings, and surface water around the 
plant and on the premises, and all such 
water shall be disposed of in such a 
manner as to prevent a nuisance or 
health hazard. 

(b) Sewage and plant wastes. (1) The 
sewerage system shall have adequate 
slope and capacity to remove readily 
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